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VA PN 613-207

SBOJAM

LP101
VAMC MARTINSBURG
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Proposed Building

Ex. 501 Building

Ex. 501 Building
Upper Courtyard

Proposed C
onnector Deciduous Tree Planting with

Below Grade Root Ball Stabilization

3" depth mulch. Mulch shrubs in beds as continuous hedge.

Planting mix. Do not allow air pockets to form when backfilling.

Remove top 1/3 of burlap for b&b root balls. All non-biodegradable material  shall be totally removed.

Well defined edge
Create clean and

A= Spacing

PLANT LOCATION

60

60

SPACING    A    B    C    D

B= Spacing/2
C= Spacing/1.2
D= Spacing

12"   12"   6"  10"   12"

18"   18"   9"  15"   18"
24"   24"  12"  20"   24"

48"   48"  24"  40"   48"D

C

C

B
A

Edge of walk or plant bed

15"   15"  7.5" 12.5"  15"

36"   36"  18"  30"   36"

3" depth mulch

Subgrade. Roto-til top 6" of subgrade.

24" depth planting soil

Shrub Planting

Rootball Preparation

Rootball Setting

Plant Spacing

Perennial & Groundcover Planting

Planting Area Establishment

3" depth mulch

Subgrade. Roto-til top 6" of subgrade.

Shredded Hardwood Mulch

5" Deep Spade-cut Bed Edge

Adjacent lawn

Steel edging

Top of edging to  be maximum of  1/2" (12.7mm) above  surface material
4" depth stone mulch

Compacted subgrade or planting soil, see plan

12" (305mm) steel stakes to lock into preformed loops on the edging

Plant bed

Filter fabric

Planting Bed Edge

Metal Bed Edge

Overall Landscape Plan

1. Above ground 2500 gallon rainwater harvesting tank, Snyder
Industries, Inc., Model RCV60, or equal.
2. Leaf diverter/overlow (Connect to building outlet)
3. First flush diverter (Connect to storm system)
4. Lid assembly and strainer basket
5. 3/4 hp, 115v/60hz external pump with pump control and enclosure.
Ecotronic 240 by Leader Pumps Inc., or equal. Connect to drip irrigation
system.
6. 1" Bulkhead fitting pump connection
7. 3" Overflow fitting and 3" screened overflow
8. 1" Bulkhead fitting for make-up line (not used).
9. Overflow pipe to storm drain with air gap.

Notes:
A. Install per manufacturer's specifications and installation instructions.
B. Provide manual valve to bypass first flush diverter and tank for
winterization.
C. Drawing is schematic. Contractor shall submit shop drawing for entire
system. Reference specification  Planting Irrigation 32 84 00.

Rainwater Harvesting System Schematic

Connect to storm sewer

24" depth planting soil

RELOCATE DEMENTIA UNIT

12" min.

3" depth mulch

Do not cut main leader

Create clean and well defined edge

Planting mix. Do not allow air pockets to form when backfilling.

Expose root flair prior to planting

Do not place mulch against trunk

Approved Root ball stabilization device by:
Tree Staple by Tree Staple Inc.;
Tomahawk by Border Concepts;
Tree Frog below ground kit by Environmental

3" depth mulch

well defined edge
Create clean and

set top of rootball 1" above finished grade.

Seeded lawnSod lawn

Leave mulch 2" away from trunk

Remove top 1/3 of wire basket

Pull back burlap and remove excess soil to expose root flare. Replace burlap over top of ball after exposing root flair.

set top of rootball 1" above finished grade at top of sod.
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BID ALTERNATE #1:
ELIMINATE LOADING DOCK PLANTINGS AS SHOWN ON SHEET LP106. PLANT ALL DISTURBED AREAS WITH
LAWN GRASS PER SPECIFICATIONS.

BID ALTERNATE #2:
ELIMINATE ALL PLANTINGS, CONCRETE WALKS, STEPS, RAMPS, PLANTER WALLS RAINWATER HARVESTING
SYSTEM AND IRRIGATION SHOWN ON SHEET LP105. PLANT ALL DISTURBED AREAS WITH LAWN GRASS PER
SPECIFICATIONS.

BID ALTERNATE #3:
EXPAND SEEDED AREA DUE TO CONNECTOR WIDTH REDUCTION. PLANT ALL DISTURBED AREAS WITH
LAWN GRASS PER SPECIFICATIONS.

BID ALTERNATE #4:
EXPAND SEEDED AREA DUE TO ELIMINATION OF CONNECTOR. PLANT ALL DISTURBED AREAS WITH LAWN
GRASS PER SPECIFICATIONS. ADD FENCE FOR FALL PROTECTION PER DETAIL ON SHEET LP104AS
LOCATED ON SHEET CS109a.

LANDSCAPE BID ALTERNATE LIST:
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